
#AVS-VWH-FAST-8V-V1  Valve Wire Harness   
ALL 18-GAUGE TINNED COPPER WIRE 
Can be used to wire up 4 pairs of individual solenoid style valves (AVS / SMC / PARKER / ASCO / ETC.).  
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4 x nut/bolt/star washer sets 

INCLUDED STAINLESS STEEL  

HARDWARE FOR GROUNDS 



WHITE 152 inches 

YELLOW 156 inches 

ORANGE 188 inches 

RED 192 inches 

GREEN 266 inches 

 BLUE 270 inches 

PURPLE 302 inches 

BROWN 306 inches 

(VIEW FROM REAR OF PLUG) 
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WIRE POSITIONS 

#AVS-VWH-FAST-8V-V1  Valve Wire Harness   
Wiring lengths and routing instructions:  

* * * PLEASE READ BEFORE INSTALLING!!! * * * 

 

This harness was designed to be installed with the main 

connector originating under the drivers dash, then going 

through the firewall.  From there, it should go to the 

driver’s side frame, where it then “Y’s” out individually 

to the front and rear of the vehicle.  The front harness 

should go down across the drivers fender to the radiator 

support, then across towards the front passenger corner.   

The rear harness should go down the driver’s side frame 

to the rear, then across to the passenger side rear.  If you 

follow these directions, this should reach even the  

longest  70s Cadillacs. 

PINNED TO WORK WITH:  
AVS ARC-7C SWITCH BOX  
AVS T7C SWITCH BOX  
ACCUAIR ELEVEL CONTROLLER  
ACCUAIR SWITCHSPEED CONTROLLER 
SLAM SPECIALTIES MC.1 SWITCH BOX 
SLAM SPECIALTIES MC.2 SWITCH BOX 
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FRONT 
RIGHT 

ORANGE = +12V OUTPUT TO UP/FILL VALVE 

RED = +12V OUTPUT TO DOWN/DUMP VALVE  

FRONT 
LEFT 

REAR 
LEFT 

REAR 
RIGHT 

WHITE = +12V OUTPUT TO UP/FILL VALVE 

YELLOW = +12V OUTPUT TO DOWN/DUMP VALVE  

-12V GROUND RING TERMINAL (INPUT) 

USING SUPPLIED HARDWARE, GROUND TO A BARE METAL SURFACE AND FULLY TIGHTEN.   

* * * DO NOT GROUND TO VALVE BODY OR USE SELF TAP SCREWS! * * * 

-12V GROUND RING TERMINAL (INPUT) 

USING SUPPLIED HARDWARE, GROUND TO A BARE METAL SURFACE AND FULLY TIGHTEN.   

* * * DO NOT GROUND TO VALVE BODY OR USE SELF TAP SCREWS! * * * 

CONNECT TO SWITCH 
BOX HARNESS 

GREEN = +12V OUTPUT TO UP/FILL VALVE 

DARK BLUE = +12V OUTPUT TO DOWN/DUMP VALVE  

PURPLE = +12V OUTPUT TO UP/FILL VALVE 

BROWN = +12V OUTPUT TO DOWN/DUMP VALVE  

-12V GROUND RING TERMINAL (INPUT) 

USING SUPPLIED HARDWARE, GROUND TO A BARE METAL SURFACE AND FULLY TIGHTEN.   

* * * DO NOT GROUND TO VALVE BODY OR USE SELF TAP SCREWS! * * * 

-12V GROUND RING TERMINAL (INPUT) 

USING SUPPLIED HARDWARE, GROUND TO A BARE METAL SURFACE AND FULLY TIGHTEN.   

* * * DO NOT GROUND TO VALVE BODY OR USE SELF TAP SCREWS! * * * 

#AVS-VWH-FAST-8V-V1  Valve Wire Harness   
Wiring instructions:  


